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90-ton (81.65 mt) Hydraulic Truck Crane
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90-ton (81.65 mt) Truck Terrain Crane

Thie: HTT's all-Wheel stegr provides outstanding on-site mobility.  §

90 tons (81.65 mt) at 8 ft (2.44 m) radius

38-140 1t (11.6-42.7 m) five section, full
power latching boom with no charted
capacity deductions for telescoping loads

35-581t (10.7-17.7 m) two-piece, bi-fold,
on-board laltice attachment with
2°, 15, 307, and 45° offsets - optional

Two 16 1t (4.9 m) lattice inserts
pravide a total attachment length

of 901t (27.4 m) - optional

237t (72.2 m) maximum tip height
Modular style counterweights

16,880 Ibs (7 656.6 kg)
maximurm winch ling pull

480 {pm (146.3 m/min)
maximum winch line speed

Next generation operator's cab
with improved visibility and
ergonomics

Automaled Manual
Transmission

Front and rear air ride
suspension

Anli-lock (ABS) brakes

Four lockable storage boxes
available

“Stow ‘n Go" steel pontoons




5531 (supersedes 5499)-0608—-N3TT

Technical Data

Specifications & Capacities E:'

Telescopic Boom Truck Terrain Crane
90 ton (81.60 metric ton)
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CAUTION: This material is supplied for
reference use only. Operator must refer to
in—cab Crane Rating Manual and Operator's
Manual to determine allowable crane lifting
capacities and assembly and operating
procedures,

Link-Belt Cranes HTT-8690



















